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CHANGCHUN NEW INDUSTRIES &

Characteristics

Output Power 50W

Wavelength: 808nm

Fiber Coupling 400pm
Fiber Core Dia. 0.22NA

Applications

Laser pumping, Medical use, Material

processing
Parameter Symbol Typical Unit
CW Out Power Pop 50 \\%
Optical Center Wavelength A 808+3 nm
Spectral Width (90% of Power) YAVY <3 nm
Wavelength Shift width Temperature AMAT 0.3 nm/C
Threshold Current Iin 1.8 A
Operating current Lop 10.0 A
Electrical | Operating Voltage Vop 10.8 v
Slop Efficiency Nes 6.0 W/A
Power Conversion Efficiency Nep 45 %
Fiber Core Diameter deore 400 pm
Fiber Numerical Aperture NA 0.22 -
Connector - SMA905 -
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Other Parameters

Lead
. Operating X .
Operating . Storage Storage Relative Soldering
Parameter . Relative . L.
Temperature/'C . Temperature/C Humidity/% Temperature,
Humidity/% .
10s max/’C
Min 10 - -20 - -
Max 40 75 80 90 250

Package Dimensions (mm)
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Pins and Functions L 480 |
Pin Function Pin Function
-
1 LD ( +) 8 Aiming Beam LD ( +) AVOD EXPOSURE L zserradelion s ennifed fomihe APERTURE
3 PD(P) 10 - LASFR RADIATEN-AVOD EYE CR SN
EXPOSURE TO DIRECT CRSCATIEREDRADIATIN
“ EEn Ll ) PEAKPORVER- KRV WAVELENGTE] 8- 106kms
5 Thermistor 12 ) CLASS IV LASER PRODUCT
This devce comples wih 21 CFR 1040, 10 end 104011
Chengrinn New Indiskhes Optoedectronics Tech Co, Lid
6 - 13 Connector Detector(-), Case* 668 Clueegin R, Clergein, P, Ctim £
7 LD(-) 14 Connector Detector(+)
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